DATASHEET, SW516105, Coaxial 2P2T Switches Yach.com
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Failsafe Actuator:
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Part Number Selection

SW516105 [J] 0l

=

Actuator | Indicators | | Control Options | Actuator type
F:Failsafe I: with Indicators Default :D-sub Control A: Failsafe without Indicator
L:Latching D:default S9:9 Pins D-Sub Control B: Failsafe with Indicator

S15: 15Pins D-Sub Control
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Electrical Specifications

Operating Frequencies

DC to 18 GHz

1.20 @ DC to 4 GHz
130@ 4 to 8 GHz

VSWR 140@ 8 to12 GHz
150 @ 12 to 18 GHz
80dB @ DCto4 GHz

. 70dB@ 4 to8 GHz

Isolation

65dB@ 8 to12GHz
60dB @ 12 to 18 GHz

Insertion Loss

0.2dB @ DC to4 GHz
03dB@ 4 to8 GHz
04dB@ 8 to12GHz
0.5dB @ 12 to 18 GHz

Actuator Voltage 12 vDC
Actuator Current 360 mA
Switching Time 20 MS

MTBF

1.0 Million Hours

Power Connector

ITT KPTO2E12-10P
Mating connector provided

Connectors SMA(F)

Actuator tvpe A: Failsafe without Indicator
yp B: Failsafe with Indicator

Options TTL with Suppression Diode

Operating Life

1 Million Cycles
MIL-HDBK-217F Fixed, 25°C,<<1 Cycle per hour

Characteristic Impedance

50Q (75Q available for SPDT upon request)

Operating Temperature

-25t0+65C

Humidity

Moisture Seal Available

Shock

MIL-STD-202 Method 213,Condition D(500G Non Operation)

Yach reserves the right to change this Datasheet without notice!
For special requirements,pls inquiry.
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